
2006 INTERNATIONAL RESIDENTIAL INSPECTION 

FIELD GUIDE FOR 1 & 2 FAMILY DWELLINGS 

  

FOUNDATION INSPECTION CODE SECTION 

Footing Location Zoning 

Side Setback Zoning 

Rear Setback Zoning 

Lot Drainage R-401.3 

Excavation Clear & Level R-401.3 

Excavation Depth R-403.1.4 

Edge Thickness R-403.1 

Width R-403.1 

Materials R-402 

Steel Placement 
R-403.1.3.2 & Local 
Amendments 

Pier Foundations R-404.1.5.1 

Anchor Bolt Placement R-403.1.6 

Extension Above Grade R-404.1.6 

Unreinforced Walls R-404.1.2 

Design Required R-404.1.3 

Reinforced Walls R-404.1.4 

Piers R-606.6 

Foundation Drainage R-405 

Damp proofing R-406.1 

Crawl Space Ventilation R-408.1 

Crawl Space Access R-408.3 

                         SLAB INSPECTION CODE SECTION 

Concrete Quality R-402.2 

Site Preparation R-504.2 

Fill Under Slab R-504.2.1 

Base And Vapor Barrier R-504.2.2 

                  WOOD FLOOR INSPECTION CODE SECTION 

Grade And Species Of Joist R-502.1 

Joist Span R-502.3 

Girder Span R-502.5 

Bearing R-502.6 

Lateral Support R-502.7 

Cutting and Notching R-502.8 

Bored Holes R-502.8 

Floor Framing R-502 

Joist Under Bearing Partitions R-502.4 

Floor Sheathing R-503 

Particle Board Flooring R-503.3 

Decay and Termite Protection R-320 



 STAIR INSPECTION CODE SECTION 

Stair Landings R-311.5.4 

Stair Width R-311.5.1 

Riser Height R-311.5.3.1 

Tread Depth R-311.5.3.2 

Handrail Height R-311.5.6 

                 WOOD FRAMING INSPECTION CODE SECTION 

Grade and Species of Studs R-602.1 

Stud Spacing R-602.3.1 

Stud Size R-602.3.1 

Cutting and Notching of Studs R-602.6 

Anchor Bolt Connections R-403.1.6 

Stud to Plate Connections R-602.3.2 

Top Plates Bearing Walls R-602.3.2 

Top Plates Non-Bearing Walls R-602.5 

Cutting and Notching of Plates R-602.6.1 

Header Size, Grade and Species R-602.7 

Wall Bracing R-602.10 

Wall Sheathing R-602.10.5 

Columns R-407 

Protection From Decay R-319 

Termite Protection R-320 

Fire blocking R-602.8 

                GENERAL MASONRY CONSTRUCTION CODE SECTION 

Minimum Thickness R-606.2.1 

Corbelled Masonry R-606.3 

Combined Units R-606.5.1 

Chases R-606.7 

Stack Bond R-606.8 

Unsupported Height R-703.7.2 

Lintels R-703.7.3 

Anchorage R-703.7.4 

Reinforcement R-609.3 

Beam Supports R-606.14 

                     FINAL INTERIOR INSPECTION CODE SECTION 

Light & Ventilation Habitable Rooms R-303.1 

Light & Ventilation Adjoining Rooms R-303.2 

Light & Ventilation Bathrooms R-303.3 

Minimum Room Areas R-304 

Minimum Ceiling Height R-305 

Minimum Sanitation Facilities R-306 

Toilet, Bath and Shower Space R-307 

Glazing Labels R-308.1 

Louvered Windows or Jalousies R-308.2 

Storm Doors R-308.4 

Sliding Glass Doors R-308.4 



Bathtub Doors R-308.4 

Glazing Adjacent to Doors R-308.4 

Glazing Within 18" of Floor R-308.4 

Fire Separation From Garage R-309.2 

Egress Windows R-310.1 

Door Width and Height R-311.4.1 

Hallway Width R-311.3 

Stairways R-311.5 

Stair Width R-311.5 

Stair Riser Height R-311.5.3.1 

Stair Tread Depth R-311.5.3.2 

Guard Rails R-312 

Smoke Detectors R-313 

Foam Plastics R-314 

Dwelling Unit Separation R-317 

Ramps R-311.6 

FINAL EXTERIOR INSPECTION CODE SECTION 

Final Grade of Lot R-403.3.3 

Landings at Doors R-311.4.3 

Stair Landings R-311.5.4 

Stair Width R-311.5 

Stair Riser Height R-311.5.3.1 

Stair Tread Depth R-311.5.3.2 

Stair Handrails R-311.5.6 

Guardrails R-312 

Clearance of Wood From Grade R-319.1 

Crawl Space Ventilation R-408.1 

Crawl Space Access R-408.4 

Crawl Space Clear Debris R-408.5 

Exterior Wall Coverings R-703 

Roof Coverings R-905 

 


