EXISTING 8" COMPACTED HOT

PAVEMENT MIX (BINDER) LEVEL
/ WITH ROADWAY

NAAAAALAAS

WATER MAIN SHALL :
MAINTAIN A MINIMUM TITITIT]
COVER OF 30" BELOW LI

ROADWAY FINISHED |:|:|:|:|:|:|:|:|: FLOWABLE FILL SHALL

GRADE HAVE 28 DAY COMPRESSIVE
STRENGTH AND SHOULD BE
#57 OR #67 CRUSHED NO GREATER THAN 100 PSI

STONE COMPACTED — | MAINTAIN”MAX. 14” IN DEPTH
IN 6” LAYERS BELOW 8" BINDER LAYER

TEMPORARY FLUSH TRENCH REPAIR
STEP 1

SURFACE MIX (411D)
MATCH EXISTING PAVED SURFACE

EXISTING /PROPOSED 2° OF ASPHALTIC

PAVEMENT\

AAAAAAAAA |
SAW CUT/ Lo v o 0 o \REMOVE 2” OF BINDER BY

o T WILLING
6” COMPACTED HOT :|:|:|:|:|:|:|:|:i\
MIX (BINDER) e = FLOWABLE FILL SHALL

HAVE 28 DAY COMPRESSIVE
STRENGTH AND SHOULD BE
NO GREATER THAN 100 PSI
MAINTAIN 14” IN DEPTH
BELOW 6” BINDER LAYER

#3537 OR #67 CRUSHED
STONE COMPACTED
IN 6” LAYERS

MILL AND REPLACE PAVEMENT TO MATCH EXISTING SURFACE
STEP 2

TRENCH REPAIR AND SURFACE REPLACEMENT

METRO PUBLIC WORKS: WATER MAINS WITH 30—INCHES COVER TO FINISH GRADE
NOT TO SCALE




