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ADJUST LENGTH
OF PIPE SO THAT

VAULT IS LOCATED
IN SHOULDER OF
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ROLL TEE DOWNWARD
FOR EXTRA DEPTH
REQUIRED AT VAULT.
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USE REDUCING
TEES FOR SIZE
ADJUSTMENTS
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GENERAL NOTES:
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NIPPLE(FIT IN FIELD) ———/

FLANGED NIPPLES MAY BE CONSTRUCTED |
OF DUCTILE PIPE AND "KWIK FLANGE”
GLANDS WITH TORQUE BOLTS.

ALL FITTINGS INSIDE VAULT ARE TO BE
FLANGED FITTING ENDS.
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CONCRETE KICKERS

\CONCRETE VAULT

PLAN VIEW-PIPE LAYOUT

PRESSURE REDUCING VALVES SHALL
BE EQUIPPED WITH A FLOW CONTROL
DEVICE TO CONTROL VALVE OPENING

RATE DURING CONDITIONS OF LOW

OPENING FOR 48”x48”
TRAFFIC WORTHY DOOR
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PIPE PIERS TO BE LOCATED AS NEEDED
TO SUPPORT VALVES AND PIPES.
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SECTION A—A VIEW

TOP VIEW—-ACCESS
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METRO WATER SERVICES

REDUCED PRESSURE VALVE VAULT

IN-LINE FOR 6” TO 12” WATER MAINS
WITH OS&Y RW GATE VALVES
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